
Sigma X Series Open Frame Touch Monitor 

The AMT Sigma X series is an integrated Open Frame touch 

monitor designed to simplify your development process and 

provide scalable solutions. The Sigma Open Frame touch monitor 

combines AMT touch screen, PenMount touch controller, LCD 

panel, AD board, metal frame, and other components required. It 

is designed to meet the needs of various environments, including 

outdoor, semi-outdoor, industrial, medical, public commercial, 

kiosk...etc. 

 

Sigma Open Frame Specifications 

Model No. X7 X10 X12 X156 X215 

 

LCD Display  7” 10.1” 12.1” 15.6” 21.5” 

Max. Resolution 1024x600 1280x800 1280x800 1920x1080 1920x1080 

Brightness (cd/m2) 
LCD: 500 / 1000  

Air Bonding : 400 / 800 (Typ.), Optical Bonding : 450 / 900 (Typ.) 

Contrast Ratio 1000:1 

LCD Color 16.7M 

Interface LVDS 

Viewing Angle Full View, IPS 

Display Mode Normally Black 

Life Time 70,000 or 50,000 hours 

Lamination Air Bonding or Optical Bonding 

Touchscreen 
& Controller 

Cover Glass  Chemical strengthen, Black printing 

Transmission 90±4% 

Surface Hardness Mohs 5 

Touch controller COF or control board, PenMount utility support 

I/O Ports HDMI / DP/ VGA/ USB( type B) 

OSD OSD Button 5-Key OSD Keypad (optional) 

Physical 

Construction Material Sheet metal 

Mounting VESA 100x100mm / Side Mount 

Enclosure Color Black 

Dimensions (mm) Refer to drawing 

Weight (kg) Net/ Gross TBD 

Environment 

Operating Temperature -20° ~ 70° 

Storage Temperature -30° ~ 80° 

IP Level IP65 Front 

Power Input 12V@5A DC JACK 

 

 

  



Sigma Open Frame Features 

● True-flat design open frame monitor. 

● A high-brightness LCD panel, with up to 70,000 hours of lifetime. 

● PCAP touch panel with 10 touches. 

● Designed with an anti-UV feature; surface glass is chemically strengthened. 

● Black metal back panel protects LCD and control board.  

● VESA mount to facilitate assembly. 

● Software control OSD is available. 

● CE/UL certificate. 

 

Sigma Open Frame Advantages 

● AMT has been known for high-quality and reliable touch panels for more than 20 years. 

● Décor glass can be customized according to customer needs. 

● User-friendly and easy-to-use PenMount utility for quick system tuning. 

● High-brightness LCD suitable for outdoor applications. 

● Anti-UV design meets ASTM G154-Cycle 1 1000-hour standards. 

● Wide operating and storage temperature range. 

● Designed with ESD and EMC protection to meet IEC 61000 standards. 

● Longer LED lifetime for better system durability. 

 

Sigma Open Frame Benefits 

● Provide a convenient one-stop service, simplifying the procurement process. 

● Options for air bonding or optical bonding between the touch screen and LCD. 

● Customizable cover lens design to match corporate identity, including thickness, color, logo, surface 

treatment, and more 

● Provide complete documentation and test reports. 

● Long-term supply and expert services 

Apex Material Technology Corp. 
www.amtouch.com.tw 
amt1@amtouch.com.tw 
+886-2-2430-2666 

 Specifications subject to change without prior notice. 
 The above specifications are for reference only.  

Please refer to the product specification for details. 


